
CAC Series
CENTRIFUGAL -CORROSIVE FANSANTI



 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

 

 
 

 

 

 

 

 

 

 

       

 

 

 

 
 

 

 
 

     
      
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

     

  

 

 

 

CENTRIFUGAL ANTI-CORROSIVE FANS – CAC Series 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

All Dimension in mm.

 
 

 

 

     CAC Series is anti-corrosive single inlet 

direct drive centrifugal fans. 
 

 

 
(up to 40°C)

 
 

     Incorporates

 

forward curved

 

centrifugal

 

impellers manufactured from

 

polypropylene

 

plastic.     

 
 

     Available

 

with single or three phase motors in 

2 or 4 poles.

 

 

     The scroll can be rotated.

 

Standard position 

is LG 0.

 

 

     Special version manufactured from PVC 

plastic for extraction of fumes containing 

chromium and derivatives

 

is available upon 

request.

 

 

     Explosion proof versions in accordance with

 

ATEX Directive for three phase models

 

is 

available.

 

 

     Suitable for applications where the extraction 

of

 

corrosive fumes and gases 

 

-

 

Sulphuric acid, Sulphurous acid, Nitric 

acid, Nitrous acid, Hydrofluoric Acid, 

Boris Acid, Hydrocyanic Acid, 

Hydrochloric acid

 

-

 

Ammonia, Soda, Ethanol, Potassium 

hydroxide, Methanol, Propane, Formol, 

Benzene, Formaldehyde

 

 

 

 

 

 
 
 

 
 

 

 

 

 

 

 

 

 

Model A B B1 B2 C E F L M ØN ØD 
Weight 

(kg) 

CAC 140 410 480 180 250 130 125 210 350 100 140 140 6.4 

CAC 160 445 525 200 260 150 125 210 440 130 160 160 10.8 

CAC 200 590 700 275 360 240 160 295 480 182 200 200 17.6 

CAC 250 790 905 375 465 290 200 486 620 215 250 250 35.2 

CAC 315 913 840 380 460 340 305 390 598 220 315 - 59.8 

CAC 355 990 907 395 512 375 320 380 621 260 355 - 74.5 

                                   All the dimension in mm. 

Technical Data

 

Model

 

Max Q 

 

m³/h

 
Power 

 

W

 
Motor 

Protection

 

Motor

 

N° 

 

Pole

 

Hz

 
Max.

 

Current 

 

at 230/400V 

 

(A)

 
Insulation 

Class

 

dB (A)*

 

RPM

 

CAC 140-2

 

615

 

90

 

IP 55

 

Single/Three Phase

 

2

 

50

 

0.7 / 0.4

 

F

 

54

 

2750

 

CAC 160-2

 

1150

 

370

 

IP 55

 

Single/Three Phase

 

2

 

50

 

1.9 / 1.1

 

F

 

63

 

2820

 

CAC 200-2

 

3100

 

1500

 

IP 55

 

Single/Three Phase

 

2

 

50

 

6.1 / 3.5

 

F

 

75

 

2870

 

CAC 160-4

 

830

 

250

 

IP 55

 

Single/Three Phase

 

4

 

50

 

1.04 / 0.60

 

F

 

48

 

1360

 

CAC 200-4

 

1850

 

370

 

IP 55

 

Single/Three Phase

 

4

 

50

 

1.82/1.05

 

F

 

60

 

1370

 

CAC 250-4

 

3650

 

1500

 

IP 55

 

Three Phase

 

4

 

50

 

3.5 (400V)

 

F

 

63

 

1420

 

CAC 315-4

 

5800

 

2200

 

IP 55

 

Three Phase

 

4

 

50

 

4.9 (400V)

 

F

 

71

 

1430

 

CAC 355-4

 

8300

 

4000

 

IP 55

 

Three Phase

 

4

 

50

 

8.6 (400V)

 

F

 

80

 

1460

 

      

 

       * dB(A) at 3 m measured in free field.

 

 

Dimension 

CAC 140 to 250 

CAC 315 and 355 

required:

is 
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LEA054.

  

  

The company is always improving and developing its products, therefore the company reserves the right of making changes to the illustrated products.
Certified dimension can be provided upon request. 

T H E    K R U G E R    G R O U P

A member of KRUGER VENTILATION INDUSTRIES PTE LTD   
- No. 17 Tuas Avenue 10 - Singapore 639141    
- Tel +65 68611577 - Fax+65 68613577 

Edition 1
Printed on Jun 2012

Jun 2012E1

 

 SINGAPORE    SINGAPORE 

 KRUGER VENTILATION INDUSTRIES PTE LTD  KRUGER ENGINEERING PTE LTD 
 No. 17, Tuas Avenue 10  No. 17, Tuas Avenue 10 

Singapore 639141 Singapore 639141 
Tel. +65 68611577 - Fax +65 68613577 Tel. +65 68631191 - Fax +65 68631151 
Email: mktg@krugerasia.com  Email: mktg@krugerasia.com 

Website: www.krugerfan.com 
 

 MALAYSIA   THAILAND 

KRUVENT INDUSTRIES (M) SDN BHD  KRUGER VENTILATION IND. (THAILAND) CO. LTD 
Lot 850, Jalan Subang 7, Taman Perindustrian Subang, 30/105 Moo 1 Sinsakorn Industrial Estate 

 47500, Subang Jaya, Selangor D.E. Chetsadawithi Road, Khok Kham Mueng, Samuthsakorn 74000, Thailand 

Tel. +603 80743399 - Fax +603 80743388 Tel. +662 1050399 - Fax + 662 1050370-2 
Email: mktg@kruger.com.my Email: mktg@kruger.co.th 

 

  BEIJING  GUANGZHOU 

 BEIJING KRUGER VENTILATION CO. LTD                                          GUANGZHOU KRUGER VENTILATION CO. LTD 
No. 1A, South Industrial Area,                                                                         No. 9 Huahui Road, Huashan 
Beijing Economical And Technological Huadu, Guangzhou, P.R. China 510880 
Development Area, Beijing China 100176 Tel. +86 20-86786070 - Fax +86 20-86786001/86786500 
Tel. +86 10-67881366 - Fax +86 10-67880566 Email: gzkruger@krugerchina.com 

Email: krugerbj@krugerchina.com  

 
  HONG KONG   SHANGHAI 

 KRUGER VENTILATION (HONG KONG) LIMITED SHANGHAI KRUGER VENTILATION CO. LTD 
 Flat C, 9/F, Yeung Yiu Chung (No.8) Industrial Building, No. 500 Yuanguo Road, Anting, Jiading, 
 20 Wang Hoi Road, Kowloon Bay, Kowloon, Hong Kong Shanghai 201814 P.R. China 
 Tel. +852 22469182 - Fax +852 22469187 Tel. +86 21-69573266 - Fax +86 21-69573296 

 Email: info@kruger.com.hk Email: shkruger@krugerchina.com  

 

  WUHAN  TAIPEI 

WUHAN KRUGER VENTILATION CO. LTD KRUGER VENTILATION (TAIWAN) CO. LTD 
 No. 805,  Huian Ave, Dongxihu District, No. 157, Ping-an Rd, Hengfeng Village,                   

 Wuhan, Hubei, P.R. China 430000 Dayuan Shiang Taoyuan County 337, Taiwan(ROC) 
 Tel. +86 27- 83248840/83060522/83097505 Tel. +886 3-3859119 - Fax +886 3-3859118 
 Fax +86 27- 83261886 Email: kyyang@krugertwn.com.tw 
 Email: whkruger@krugerchina.com  
  

   PHILIPPINES    AUSTRALIA 

KRUGER M&E INDUSTRIES CORPORATION S&P-KRUGER AUSTRALIA PTY LTD 
FAPI Compound, E. Rodriguez Ave. 2 Cunningham St, 
Tunasan, Muntinlupa City, Philippines 1773 Moorebank N.S.W. 2170  

Tel. +63 2-8622892/3/4/6, 5534060 - Fax +63 2-8622891  Tel. +61 2-98227747 - Fax +61 2-98227757 
Email: mktg@krugerph.net  Email: info@sandpkruger.com.au 

 

  INDONESIA  INDIA 

 P.T. KRUGER VENTILATION INDONESIA  KRUGER VENTILATION INDUSTRIES (INDIA) PVT LTD 
JL. Teuku Umar No.20, Kruger Centre, Mumbai-Nasik Highway, 
Karawaci - Tangerang 15115, Indonesia Atgaon, Shahapur, Thane 421304, Maharashtra, India 

Tel. +62 21-5512288/5513557 - Fax +62 21-5513502 Tel. +91 2527 240170 - Fax +91 2527 240075 
Email: mktg@krugerindo.co.id Email: sales@krugerindia.com 

            

             KOREA                                                                               INDIA (NORTH)  

NEOMATE TECHNOLOGY & CONSULTING CO. LTD KRUGER VENTILATION INDUSTRIES (NORTH INDIA) PVT LTD 
Plot No. - 191, Sector - 59, Ballabgarh, Faridabad - 121 004, Haryana, India 
Tel. +91-9958991660/9717449696/8586966303  
Fax. +91-1294135820  

Email: service@krugerindia.com 

  
            DUBAI    VIETNAM 

KRUGER VENTILATION INDUSTRIES, GULF BRANCH KRUGER VENTILATION INDUSTRIES (VIETNAM) CO. LTD 
Jebel Ali Free Zone Area (JAFZA)  Lot A4, D1 Road, Bourbon An Hoa IP, An Hoa, 
P.O. Box No. 262949, Dubai, UAE  Trang Bang Dist., Tay Ninh Province, Vietnam 

Tel. +971 4 8832017 - Fax. +971 4 8832018 Tel. +84-66 3585200/01/02 - Fax +84-66 3585199  
Email: johncs@Krugerasia.com  Email: mktg@krugervn.com  

2-1010, Ace High Tech City B/D, 54-66 Mullae-dong 3-ga 
Yeongdeungpo-gu, Seoul, Korea  
Tel. +82-2-2679-2052 - Fax. +82-2-2679-2174 

Email: y7890@daum.net  


